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CLANDE® PX Series Filter Cartridge 

Replace PECO PleatXtream Series filter cartridge 

 

CLANDE® PX Series Filter Cartridge 

features the unique “W” pleat multi-layer media configuration. 

The element is engineered to provide absolute efficiency along 

with exceptional dirt loading capability. It removes up to 25 

pounds of contaminant with one single element. 

 

This elements can be used in conjunction with the PECOFacet 

55HD Liquid Vessel. 

 

Replace PECO PleatXtream Series: 

Such as: OPHD-639-10LB 

 

 

 

 

SPECIFICATIONS 

 

MATERIALS 

 Media    polypropylene 

 Core  polypropylene 

 Outer Cover polypropylene 

 End Caps polypropylene 

 Rings Buna-n 

 

OPERATING DATA 

 Max Temp.   180F
o
/82S℃ 

 Max D.P.    60psid 

 Recommended D.P.  35psid 

 Flow Direction  outside to inside 

 

DIMENSION 

 O.D.     6.1”/155mm 

 O.D. of O-rings  2.3”/58mm       

 Length    30”/762,   39”/990mm,  Customized 

 End Caps   Flat , Handle 
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APPLICATION 
 Gas Processing 

 Gas Production & Gathering 

 Petroleum Refining 

 General Industrial 

 

VESSELS 

 PECO Series 55HDH, 55HDV, Chemelean HD 

 3M/Cuno 

 Nowata 

 Parker 

 Others 

 

 

 

 

ORDER INFORMATION 
Series   Rate     End Caps        Length               

PX         001=1micron   A=Flat   30=30inch 

   055=5micron   B=Handle  39=39inch 

   010=10micron        

   030=30micron 

   050=50micron 

   100=100micron 


